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Keep your cottage and your 
house warm and dry while  
increasing your air quality at  
no cost with the 
Luba GLR 
 

•  Easy to install 
•  Efficient 
•  No running costs  

Toll	
  free:	
  1	
  866-­‐829	
  -­‐1690	
  	
  



Luba GLR - Operating principle 

Luba GLR -  Solar air collector - Technical data 

US	
  patent	
  number:	
  7,694,72	
  
Canada	
  patent	
  number:	
  2,467,078	
  

Use the Luba GLR instead of: 

Air	
   from	
   the	
   outside	
   is	
   sucked	
   in	
   through	
   the	
  
whole	
  area	
  side	
  of	
  the	
  collector.	
  When	
  the	
  sun	
  
shines,	
   the	
   built-­‐in	
   solar	
   cell	
   sends	
   power	
   to	
  
the	
   built-­‐in	
   fan	
   and	
   the	
   air	
   is	
   blown	
   into	
   the	
  
house	
  as	
  warm	
  and	
  dry	
  air	
  and	
  the	
  stale	
  indoor	
  
air	
  disappears.	
  	
  

Components 

The	
   collector	
   is	
   rubust,	
   light,	
   maintenance	
   free	
  
and	
   can	
   be	
   installed	
   within	
   a	
   few	
   hours.	
   Full,	
  
simple	
  instruc>ons	
  for	
  installa>on	
  are	
  provided	
  as	
  
well	
  as	
  assembly	
  parts.	
  

•  Any	
  dehumidifying	
  systems	
  which	
  are	
  costly	
  

	
  	
  	
  	
  	
  	
  to	
  install	
  and	
  operate	
  

•  Electric	
  or	
  gas-­‐powered	
  hea>ng	
  on	
  empty	
  buildings	
  

•  Opening	
  your	
  windows	
  thus	
  	
  crea>ng	
  	
  cold	
  air	
  draBs	
  

•  Installing	
  expensive	
  ven>la>on	
  systems	
  

 

MODÈLE	
  LUBA	
   GLR	
  3	
   GLR	
  7	
   GLR	
  14	
   GLR	
  20	
   GLR	
  30	
  
Dimensions	
  (H	
  x	
  L	
  x	
  P	
  in.)	
   28	
  x	
  21	
  x	
  2	
   40	
  x	
  28	
  X	
  2	
   78	
  x	
  28	
  x	
  4	
   78	
  x	
  40	
  x	
  2	
   118	
  x	
  40	
  	
  x	
  3	
  

Weight	
  (Lbs)	
   12	
   18	
   31	
   33	
   64	
  
Frame	
   Aluminum	
  

Air	
  outlet	
  diameter	
   5	
  in.	
  
Color	
   Black,	
  white	
  or	
  anodized	
  aluminium	
  
Cover	
   Polycarbonate	
  twinwall	
  

Absorber	
   Special	
  felt	
  mat	
  
Reverside	
   1/32	
  in.	
  special	
  perforated	
  alumium	
  plate	
  

Air	
  flow	
  (CFM)	
   12	
  à	
  21	
   24	
  à	
  53	
   35	
  à	
  65	
   47	
  à	
  83	
   59	
  à	
  88	
  
(jusqu’à	
  30	
  %	
  plus	
  d’air	
  dans	
  des	
  condi>ons	
  op>males)	
  

Temp	
  .	
  Rise	
  (F)	
   27	
   27	
   54	
   63	
   72	
  
Ven>la>on	
  area	
   300	
  B2	
   500	
  B2	
   800	
  B2	
   1000	
  B2	
   1500	
  B2	
  


